


Elite’s operators are skillfully crafted in the USA. Every unit is carefully inspected both 
electronically and mechanically to provide the quality expected. Elite uses computer aided 
design to assure the most precise fit for their operator components. High quality and years of 
proven reliability places Elite CSW Series swing gate operators ahead of the competition. 

Design and specifications subject to change without notice.

Chassis –  Constructed with 1⁄4" sanded, 
welded, and gold zinc plated sheet metal.

Worm Gear Reduction –  Two 30-to-1 
worm gears equal a 900-to-1 reduction. Both 
are lubricated in an oil bath.

Motor – Two 1/2hp, instant reversing, 
120VAC, 4 amp,1625 rpm, high speed ball 
bearings instant reversing parking gate 
motors.

Cover – High density polyethylene plastic 
and stainless steel for excellent heat and 
corrosion resistance.

Finishing –  All metal parts are gold zinc
plated for rust proof protection.

Emergency Release –  The gate is easily 
disconnected by turning the release handle. 

Cycles – Capable of 60 cycles per hour.

Swing Arm –Non-scissor type arm action.

Output Shaft – 2 1/2" cold rolled steel.

Capabilities – Maximum gate length 20'. 
Maximum gate weight 1000 lbs.

Gate Traveling Speed* – 90º opening in 
13-15 seconds.

Dimensions – L20.5" X W15" X H28"

Weight : 160 lbs.
Shipping Weight : 175 lbs.

Approval – ETL and UL Listed and 
compliant to UL325 and UL991 standards.
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•To operate the gate 
manually, rotate the operator 
release handle 180˚, then 
push the gate open.

•The CSW Series use a solid 
steel, machined pulley and 
notched v-groove belt for 
highly efficient torque 
transfer from motor to gear 
reducer.

•Equipped with two, 4 amp 
115VAC, 1/2 hp instant 
reversing parking gate 
motors that work in 
conjunction equalling 1hp.

•Two, highly efficient, 
extremely quiet, 30-to-1 gear 
reducers are used.

Duel gearboxes
worm gear equals
900 to 1 ratio

Duel motors, 
work together 

to give this 
machine one 
horsepower

Heavy-duty
#50 chain

Gold zinc 
plating

1/4" sheet metal chassis

Modular 
OmniControl 
board

Operator release device.

High density 
polyethylene 
plastic cover

Limit switch 
device
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All new UL model Elite CSW-200-UL-1HP™ commercial slide 
gate operators now use the OmniControl™ board for enhanced, 
reliable operation conforming to the new UL-325 and UL-991 
specifications. This advanced electronic control board now offers 
integrated functions to make all input and outputs of the gate 
operator easy to access. It offers solid state motor control, spike 
suppressors, safety alarm and many other unique features. The 
new OmniControl™ board assures the latest requirements and 
most advanced technology in the industry, keeping all Elite 
commercial operators in a class by themselves.

These high quality loop detectors are for use  with the Elite Omni 
Board. The electronics are manufactured exclusively for Elite by 
Reno A&E, a respected name in loop detection technology. With 
Elite’s proven design and integration technology, these 
component detectors will make installation and maintenance of 
loop detection systems simple. They are available for use with   
Exit Loops and Safety Loops.
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OMNICONTROL BOARD

PLUG-IN LOOP DETECTORS

Elite undertook the project of protecting the Elite commercial gate 
operators against lightning strike with a level of protection up to a 
50 foot radius of near lightning strike. The result of this project is 
a terminal block that has been specifically designed to prevent 
damage to the OmniBoard caused by lightning strike. The ability 
to handle high power and the fast response capability is 
accomplished by the use of a two-stage, hybrid network of surge 
suppressors integrated in the terminal block. This network of 
surge suppressors will protect a total of 11 lines for the gate 
operators (3 lines for the master/slave communication, and 8 
lines for the various input commands). The 110 volt power line 
protection on the OmniBoard and the Plug-In Loop Detectors is 
built into the OmniBoard itself.

STANDARD LIGHTNING PROTECTION
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